
 

 

 



 

 

Slat Type Width 

(mm) 

Depth 

(mm) 

Gap  

(mm)  

Length 

(mm) 

Loading Capacity  

 

Cattle Slat  

7 ribs x 178d  

 

1190   178 (7”)   40 

1220 (4’) - 3960 (13’)  
in 150mm increments 
 
4115 (13’6”) - 4572 (15’) 
in 150mm increments    

         Up to 4.5 ton axle loading 

       Up to 7.5 ton axle loading 

         Up to 4.5 ton axle loading 

Cattle Slat 

6 ribs x 250d  
1200  250 (10”)   40  

2745 (9’) - 4875 (16’)  
in 305 increments  
 
5000 (16’4”)  

       Up to 4.5 ton axle loading   

          Up to 10.0 axle loading 

Young Stock  

Gang Slat  

7 ribs x 178d   

1200  178 (7”)   30  

2440 (8’) - 3960 (13’)  
In 150mm increments 
 
4115 (13’6”) - 4572 (15’)
In 150mm increments  

        Up to 4.5 ton axle loading     

      Up to 6.0 ton axle loading 

        Up to 4.5 ton axle loading          

Slat Type  Width 

(mm) 

Depth 

(mm) 

Length  

(mm) 

Loading Capacity 

Single Slat  125-210 150 (6”)  2135 (7’) - 2895 (9’)         

        Up to 800KG 

 
125-210  178 (7”) 2895 (9’6”) -  3200 (10’6”) 

 

 

 

 



 

Width 

(mm)  

Depth 

(mm)  

Length 

(mm)  

Opening  

(mm)  

Loading Capacity  

1100* 178 (7”) 
1525 (5’) - 3960 (13’)  
in 150mm increments 

900 x 790      Up to 3.5 ton axle loading  

1290 178 (7”) 
2440 (8’) - 3960 (15’)  
in 150mm increments  

1000 x 940 
        Up to 4.5 ton axle loading 

        Up to 6.5 ton axle loading 

1290 250 (10”) 
3050 (10’) - 4572 (15’)  
in 305mm increments 

1000 x 940           Up to 10.0 ton axle loading 

1290 250 (10”) 5000 (16’4”) 1000 x 940                Up to 10.0 ton axle loading 

Slat Type Width  

(mm) 

Depth 

(mm) 

Loading Capacity  Gap  

(mm)  

Length 

(mm) 

Multi-purpose Slat 

10 Ribs x 178d 

1140 178 (7”)     Up to 2.5 ton axle loading 20 2440 (8’) - 3960 (13’) in 

305mm increments 

Slat Type Width 

(mm) 

Depth 

(mm) 

Loading Capacity  Gap  

(mm)  

Length 

(mm) 

Straw Bedding  
8 Ribs x 178d 

1200 178 (7”)      Up to 4.5 ton axle loading 15 2135 (7’)- 4572 (15’)  
in 305mm increments 
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Cubicle Bases Min 

Length 

(mm) 

Max  

Length 

(mm) 

Min Head 

Height  

(mm) 

Min Heel 

Height 

(mm) 

Single Wet Cast 2135 2745 280 190 

Single Dry Cast  2135 2745 230 150 

Double 4270 5485 255 180 

 

Slat Type Width  

(mm) 

Depth 

(mm) 

Gap  

(mm)  

Length 

(mm) 

Loading Capacity  

 
Diagonal 
Slat for 
Slurry  

1000 to suit 

1000 channel 
178 (7”) 36 2400            Up to  800KG 

           Up to 4.5 ton axle loading 

           Up to 8.0 ton axle loading  
1500 to suit 

1500 channel 
178 (7”) 40 

1360 Middle Section  
1200 / 400 End Section 

 

 


